
            Data Sheet  
Signal Cartridges, red /  Art. No. 9164200 
   green /  Art. No. 9164300 
   white /  Art. No. 9164400 
   assorted / Art. No. 9164500 

Cal. 15mm / Clip-System  
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; 
 

�Firing in emergency     �Day or
 �Ideal for leisure boats and windsurfers   �Firing w
 �Release one star of at least 4 seconds burning    art. no
   time 
 

; 
 
 �Length:  35 mm    �Light in
 �Diameter:  16,8 mm   �Light in

�Weight:  10 g    �Light in
 �Ignition:  side-fire   �Burnin

�Net explosive cont.: 4 g    �Altitude
 

; 
 
 �9 cartridges in 1 carton 
 �200 cartons in 1 packing case (approx. 20 kg) 
 �Measurements of packing case (mm): L 370 x W 275 x H 325 
 

; 
 
 �1.4G 
 �UN 0312 

Features: 

Specifications:

Packing: 

Dangerous Goods References:

 �Art.No. 9164200 = EX-2002120099 
 �Art.No. 9164300 = EX-2002120100 

  DIN ISO 9001 Issue 17.04.2003 
 

 �Art.No. 9164400 = Ex-2002120101 
y and safe handling 

all, light and handy 

e for sale to persons 

r 18 years 
 night signal 
ith signal launcher 

. 9164000 or 9166500 

tensity, red: >9,000 candela 
tensity, white: >4,000 candela 
tensity, green: >3,000 candela 

g time:  >4 seconds 
:  >45 m 



            Data Sheet  
Signal Cartridges, fulminating /  Art. No. 9164700 Cal. 15mm / Clip-System  

 
 

 

¾ Easy and safe handling 

¾ Small, light and handy 

¾ Available only with license 

 
 

; Features: 
 

�Firing in emergency     �Day or night signal 
 �Ideal for leisure boats and windsurfers   �Firing with signal launcher 
 �Usage for collision waring      art. no. 9164000 or 9166500 
 

; 
 

�Length:  55 mm    �Altitude:  >45 m 
 �Diameter:  16,8 mm   �Ignition:  side-fire 

�Weight:  12 g    �Report:  >135 db 
�Net explosive cont.: 4 g 

 

; 
 
 �6 cartridges in 1 carton 
 �200 cartons in 1 packing case (approx. 17 kg) 
 �Measurements of packing case (mm): L 370 x W 275 x H 325 
 

; 
 
 �1.3G 
 �UN 0430 
 

Specifications:

Packing: 

Dangerous Goods References:

  DIN ISO 9001 
 

Issue 17.04.2003 


